
LAMP 


BIRTCHER 


TRADE MARK 

An Ultra Violet Spotlight lor Intense Localized RadiaHo.it 

J/anled in a Qlearning /Slack /SakeiUe Gale. ^ 


TECHNICAL DATA 

The Spot-Quartz Lamp operates on 
110-120 volts, 50-60 cycle alternating 
current only. It weighs but 54 ounces. 
Its ultra violet emission is 95% within 
the band at 2540 angstroms. This band 
is highly germicidal and also is very 
active in the production of erythema 
but with a minimum of pigmentation. 
Because the quartz grid operates at 
very low temperature, treatment at 
actual skin contact is possible. The Spot 
Quartz produces an intense radiation 
. . . at this close distance a first degree 
erythema in 6 seconds at contact is 
produced. 

Being "Always at Hand and Easy to 
Handle" the Spot-Quartz Lamp is ideal 
for the busy medical office. 


Easy to Handle 

For those hard-to-get-at places ... in the 
hair, back of the ears and such difficult 
places are easily accessible to Spot Quartz 
radiation. 


Always at Hand 


Belongs in Every Doctor's Office 


Instantly Available. . . . The Spot Quartz 
Lamp is designed to hang on your office 
wall, ready for instant use. A safety, wall 
bracket is supplied for neat, easy mount¬ 
ing. Eliminates the “getting ready" of cum¬ 
bersome equipment. 


Catalogue No. 625 SPOT-QUARTZ LAMP ... i 3- 

Code Word "SPOTQ." Complete with 8-foot line cord, safety wall bracket, 2-inch 
localizing mask; to operate on 110-120 volts, 50-60 cycle alternating current. Shipping 
Weight 8 Lbs. Shipping Size 7x8xl5V2 


Catalogue No. 627 WOOD'S FILTER FOR FLUORESCENT DIAGNOSIS 


The Wood's Filter permits the pas¬ 
sage of Filtered Ultra Violet (BLACK 
LIGHT.) Viewed in a darkened room, 
many substances glow with brilliant 
varicolored fluorescence under 
BLACK LIGHT. Accurate detection 
and classification of fungi, the timing 
of blood circulation in cardiac cases, 
and the extremely important work 
now being done in peripheral vas¬ 
cular conditions are but a few of its 
many uses. 


The Wood's filter doubles the useful¬ 
ness of the SPOT-QUARTZ LAMP. It 
makes it useful in both diagnosis and 
treatment. 
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SHORT WAVE 

ULTRA-VIOLET GENERATOR 

FOR ORIFICIAL APPLICATION 


The Orificial Generator may be used in conjunction with practi 
cally any Short Wave Diathermy Machine. It is simply plugged 
into one of the condenser pad terminals 


When order¬ 
ing, speciiy 
make oi S. W. Dia¬ 
thermy the Generator 
is to {it. 


a pad into the 
other terminal. Complete instructions for its operation and 
use are furnished. The Quartz Orificial burner operates 
at only slightly above bodily temperature, therefore 
may be used with complete comfort in all bodily 
orifices. 


Catalog 3 
Prostatic 

Catalog 3 
Vaginal ! 

Catalog 3 
Pyrex Tu 

Catalog ! 
Pyrex Tu 


< 1 ACTUAL SIZE 


Intensity oi the burner may be con 
trolled and intensified by the S. 
W. Diathermy controls so that 
the utmost value oi the 
Quartz-mercury burner A 

may be attained. JBm 


The Ultra-Violet radiation emitted by 
the Orificial Generator is 90 percent in 
the spectrum band at 2537 Angstrum 
Units. 

This wave band is highly germicidal and pro¬ 
duces an active erythema when required. 


The Pyr< 
through 
place, o. 
burns. 

The Elec 
ficiently i 
wave, 
apart ve 
sterilizati 


Complete instructions, including Time-Distance Chart 
are furnished with the Generator. 


Cat. No. 620-3B Code word ULVOR 

The Birtcher S. W. Orificial Ultra-Violet Generator, 
complete with cord, handle, safety goggles and three 
feet of special sleeving to protect orificial entrances, 
in a handsome Keratol covered case; ready to plug into 
condenser terminal of any make of S. W. Diathermy. 
(Specify Make).$23.50 


Cat. No. 622-6 Quartz burner replacement unit. 
Return old handle and Burner for exchange . $ 9.50 


THE BIRTCHER CORPORATION 
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BIRTCHER-BUILT 


PRICE LIST 

THESE PRICES SUBJECT TO CHANGE WITHOUT NOTICE 
TERMS: 2% 10 Days E.O.M., Net 30 Bays* All Prices quoted F.O.B. Factory 


PRICE LIST DATED 
MARCH 1. 1949 


SHORT-WAVE DIATHERMY UNITS 


Cat. No. & 
Telegraph 
Code Word 


ITEM 


Class Price 
Discount Retail 


ELECTROSURGICAL UNITS 


Cat. No. & 
Telegraph 
Code Word 


ITEM 


Class Price 
Discount Retail 


800 

CRYSTAL BANDMASTER S.W. Diatherm. A 
crystal controlled, F.C.C. approved unit bear¬ 



BAMA 

ing Approval Number D-474 and operating at 
the International Frequency 13.56 me. Housed 
in a beautiful one-piece cabinet of cream-white 
enamelled furniture steel, with counter bal¬ 
anced Treatment Arm and Induction Treatment 

“AB” 

695.00 


Drum. Furnished with fourteen-foot Induction 
Cable, Line Cord, Operating Instructions and 
Service Manual. 



803 

ELECTROSTATIC CONVERTER SET for use 
with all Crystal Bandmaster S-W Diatherms. 



CONEL 

Enables user to employ conventional Pad Ap¬ 
plicators and orificial S-W electrodes. Con¬ 
sists of two Converters and two felt spacer 
pads; %'"x9"xl2". 

“C” 

16.00 

804 

TRIPLE INDUCTION DRUM fOr use with all 
Crystal Bandmaster S-W Diatherms. Mounts 



TRILE 

on No. 602-C Treatment Arm, which is stan¬ 
dard equipment with the Bandmaster. 

“C” 

59.50 

602-C 

COUNTERBALANCED TREATMENT ARM 
and mounting casting for use on No. 800 Crystal 

“C” 

50.00 

AREA 

Bandmaster. 



604-C 

TREATMENT DRUM HEAD. Exclusively for 

“C” 

20.00 

DRUA 

use with No. 602-C on the Crystal Bandmaster. 



605-C 

TREATMENT DRUM ASSEMBLY for Crystal 
Bandmaster. Consists of No. 602-C Arm Assem¬ 

“C” 

70.00 

DRUO 

bly and No. 604-C Drum Head. 



ULTRA-VIOLET UNITS 

620-B 

ULTRA-VIOLET ORIFICIAL GENERATOR 
FOR SHORT-WAVE DIATHERM. Complete 



ULVOR 

with Cord, Safety Goggles and Three Feet of 
Special Sheathing with complete Operating 
Instructions, ready to plug into the condenser 
terminal of any make of Short-Wave Diathermy 
machine. 

“B” 

23.50 

622 

QUARTZ BURNER for previous model No. 
620 Generator. Slips in or out of handle 

“B” 

9.50 

ULUB 

easily. 



622-B 

QUARTZ BURNER REPLACEMENT UNIT 
for No. 620-B U.V. Generator. Broken burner 

“B” 

9.50 

ULUC 

and handle must be sent in for exchange re¬ 
placement. 



625 

SPOT-QUARTZ ULTRA-VIOLET LAMP com¬ 
plete with 8-foot cord, wall bracket, localizing 

“B” 

79.50 

SPOTQ 

mask and directions for treatment. 



626 

QUARTZ GRID AND REFLECTOR ASSEM¬ 
BLY. Replacement assembly for No. 625 Spot- 

“C” 

25.00 

GRIDO 

Quartz Lamp. 



627 

SPOT-QUARTZ U. V. WOOD’S FILTER. Corn¬ 
ing Red Purple Corex A—No. 9863 special filter 

“C” 

15.00 

FILTO 

mounted in suitable holder for use with 
No. 625 Spot-Quartz Lamp. 




799-0 ELECTROSURGICAL UNIT. Office Model. 

Combination tube and spark-gap machine for 
SUNOF all major and minor electrosurgical procedures 

including Trans-Urethral Prostatic Resection “AB” 550.00 
and mono-terminal Bladder Fulguration. 

Housed in Black Walnut with white, baked 
enamel operating panel. 

Complete with Line cord; Indifferent elec¬ 
trode; Tri-pedal Footswitch; two sterilizable 
control handles; one 795 Electrosurgical set of 
handle, cord and five assorted electrodes and 
A.C.M.I. cord. Complete Operating Instruc¬ 
tions. Guaranteed for TWO YEARS including 
tubes. 

(For suggested accessories see Nos. 961 Cab¬ 
inet- 798 Electrode holder; 715 and 795-A to 
795-S Loops, Blades and Electrodes; 785-X 
Proctological Set.) 


799 ELECTROSURGICAL UNIT. Portable Model. 

Same as 799-0 but in Black Keratol case with “AB” 559.00 
SUNIT accessory compartment in removable lid. Case 
equipped with locked cover. 

Complete with accessories same as 799-0 
above. 


750 BLENDTOME PORTABLE ELECTROSURGI¬ 

CAL UNIT complete in black alligator finish 
BLESU carrying case, with lid compartment for acces¬ 
sories; with No. 649-S Line Cord, No. 725-X 
A.C.M.I. Cord, No. 751 Stainless Steel rubber 
backed, Indifferent Pad Electrode, No. 790 “B” 295.00 

Footswitch and No. 795-X Electrosurgical Set 
with six assorted electrodes. For use on 110- 
120 volt, 60 cycle alternating current. For 
other voltages or frequencies see back of 
Price List. 


709 HYFRECATOR SET for bi-active coagulation, 

desiccation and fulguration. Includes same ac- 66.00 

HYCOG cessories as set No. 712 and in addition No. 789 
Bi-Active Electrode Set. (For discount see No. 

712 below.) 


712 HYFRECATOR SET for desiccation and ful¬ 

guration only. A compact spark-gap high fre- 
HYSET quency unit for wall mounting, ready for 

instant use. Set includes No. 711 needle set; 46.0© 

No. 716 desiccation needle and No. 790 foot 
switch. Provides current also for bi-active co¬ 
agulation. See No. 709 Set above. 

DISCOUNT QUANTITIES 
1 to 3 Class C 
4 to 23 Class B 

24 to 99 Class B Plus 3% of List 
Above discounts apply to Nos. 709 and 712 sets. 


961 SUB-CABINET. Solid black walnut, caster 

MOSUB mounted. Designed for Nos. 799 and 799-0. “O” 50.00 


SHORT-WAVE ACCESSORIES 


(Note: When ordering any Accessory always specify Cord Tip desired 
—see listing on last page) 


630 CUFLEX 2" Self-Retaining Electrode; 2^'"x8" 

molded rubber, condenser pad Electrode with “B” 8.50 

CUFWO internal spring steel insert. For use with any 
Short Wave Diathermy. Patented by Birtcher. 


631 CUFLEX 3" Self-Retaining Electrode; 2y 2 '"xl2" 

molded rubber, condenser pad Electrode with “B” 9.25 

CUFRE internal spring steel insert. For use with any 
Short Wave Diathermy. Patented by Birtcher. 









